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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

 
CABLE NETWORKS FOR TELEVISION SIGNALS, 

SOUND SIGNALS AND INTERACTIVE SERVICES –  
 

Part 101: System performance of forward paths 
loaded with digital channels only 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees. 

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications. 

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 60728-101 has been prepared by technical area 5: Cable networks 
for television signals, sound signals and interactive services, of IEC technical committee 100: 
Audio, video and multimedia systems and equipment. 

The text of this standard is based on the following documents: 

FDIS Report on voting 

100/2641/FDIS 100/2668/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 
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The list of all the parts of the IEC 60728 series, under the general title Cable networks for 
television signals, sound signals and interactive services, can be found on the IEC website. 

For the differences in some countries, see Annex E. 

The committee has decided that the contents of this publication will remain unchanged until 
the stability date indicated on the IEC website under "http://webstore.iec.ch" in the data 
related to the specific publication. At this date, the publication will be 

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 
 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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INTRODUCTION 

Standards and deliverables of the IEC 60728 series deal with cable networks including 
equipment and associated methods of measurement for headend reception, processing and 
distribution of television and sound signals and for processing, interfacing and transmitting all 
kinds of data signals for interactive services using all applicable transmission media. These 
signals are typically transmitted in networks by frequency-multiplexing techniques. 

This includes for instance 

• regional and local broadband cable networks, 

• extended satellite and terrestrial television distribution systems, 

• individual satellite and terrestrial television receiving systems, 
and all kinds of equipment, systems and installations used in such cable networks, distribution 
and receiving systems. 

The extent of this standardization work is from the antennas and/or special signal source 
inputs to the headend or other interface points to the network up to the terminal input of the 
customer premises equipment. 

The standardization work will consider coexistence with users of the RF spectrum in wired 
and wireless transmission systems. 

The standardization of any user terminals (i.e. tuners, receivers, decoders, multimedia 
terminals, etc.) as well as of any coaxial, balanced and optical cables and accessories thereof 
is excluded. 

The reception of television signals inside a building requires an outdoor antenna and a 
distribution network to convey the signal to the TV receivers. 

The installation of an outdoor antenna for each TV receiver should be avoided for technical, 
economical and practical reasons. 

In a building divided into apartment blocks, the installation of a master antenna television 
system for terrestrial (MATV) and/or satellite (SMATV) reception, as shown in Figure 1, 
Figure 2, Figure 3, Figure 4 and Figure 5, describing as an example the various parts of the 
system is usual. Most of the terms used in the IEC 60728 series can be referred to these 
figures. 

When signals to be conveyed to the TV receivers are picked up far away, for geographical 
reasons, and the number of users (subscribers) is very high, the installation of a cable 
network using coaxial cables and/or fibre optic cables is used, as indicated in Figure 4, 
describing as an example the various parts of the system. 

A system model of a cable network is shown in Figure 5, where the main parts of the systems 
are indicated, as defined in Clause 3. 

This standard deals with digital signals only. 

For forward path analogue signals refer to IEC 60728-1. For return paths signals (analogue 
and digital) refer to IEC 60728-10. 

Clause 4 defines the methods of measurement of the system performance parameters at the 
system outlet. 

Clause 5 defines the system performance limits which will, with an unimpaired input, 
(headend input signal), produce picture and sound signals (at system outlets) where the 
quality requirement is a quasi-error-free (QEF) reception. 

Appropriate performance requirements for the signals at the receiving antennas site are given 
in Clause 6 in order to provide, at the input of the headend of the cable network, for digital 
television signals with suitable quality. 
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Clause 7 is applicable to home networks (including those of individual receiving systems) 
using coaxial cables, balanced cables or optical cables and is primarily intended for television 
signals, sound signals and interactive services, operating between about 30 MHz and 
3 000 MHz. Clause 7 also considers basic operational characteristics of a home network, 
specifies the requirements with respect to the home network interface (HNI) taking into 
account the performance requirements given at the system outlet or at the terminal input. 

 
Some apartments (dwelling units) are served with a home network (HN), interfaced to the MATV system by the 
home network interface (HNI). 

Figure 1 – Example of a master antenna television system  
(MATV) for terrestrial reception 
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NOTE Distribution at the 1st IF on the same cable as terrestrial VHF/UHF channels. 

Figure 2 – Example of the headend of a master antenna  
television system for satellite (SMATV) reception 

 
Figure 3a – Headend for terrestrial and satellite  

reception using multicable distribution 

  
Figure 3b – Distribution with  
switching matrix at each flat 

Figure3c – Distribution with  
switching matrix: star configuration 

NOTE Distribution at the 1st IF using multicable and multi-switch technique. 

Figure 3 – Example of a master antenna television  
system for terrestrial and satellite (SMATV) reception 
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CABLE NETWORKS FOR TELEVISION SIGNALS,  
SOUND SIGNALS AND INTERACTIVE SERVICES –  

 
Part 101: System performance of forward paths 

loaded with digital channels only 
 
 
 

1 Scope 

This part of IEC 60728 is applicable to any cable network (including individual receiving 
systems) distributing only digital channels having in the forward path a coaxial cable output 
and primarily intended for television and sound signals operating between about 30 MHz and 
3 000 MHz. 

This standard specifies the basic methods of measurement of the operational characteristics 
of a cable network having coaxial cable outputs in order to assess the performance of these 
systems and their performance limits. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 60050-705, International Electrotechnical Vocabulary – Chapter 705: Radio wave 
propagation 

IEC 60050-712, International Electrotechnical Vocabulary – Chapter 712: Antennas 

IEC 60050-725, International Electrotechnical Vocabulary – Chapter 725: Space 
radiocommunications 

IEC 60728-1, Cable networks for television signals, sound signals and interactive services – 
Part 1: System performance of forward paths 

IEC 60728-1-1, Cable networks for television signals, sound signals and interactive services 
– Part 1-1: RF cabling for two way home networks 

IEC 60728-1-2, Cable networks for television signals sound signals and interactive services 
– Part 1-2: Performance requirements for signals delivered at the system outlet in operation 

IEC 60728-2, Cable networks for television signals, sound signals and interactive services – 
Part 2: Electromagnetic compatibility for equipment 

IEC 60728-3, Cable networks for television signals, sound signals and interactive services – 
Part 3: Active wideband equipment for cable networks 

IEC 60728-3-1, Cable networks for television signals, sound signals and interactive services 
– Part 3-1: Active wideband equipment for cable networks – Methods of measurement of non-
linearity for full digital channel load with DVB-C signals 

IEC 60728-5, Cable networks for television signals, sound signals and interactive services – 
Part 5: Headend equipment 

IEC 60728-10, Cable networks for television signals, sound signals and interactive services 
– Part 10: System performance of return paths 

IEC 60728-11, Cable networks for television signals, sound signals and interactive services 
– Part 11: Safety 
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IEC 60728-12, Cabled distribution systems for television and sound signals – Part 12: 
Electromagnetic compatibility of systems 

IEC 60966-2-4, Radio frequency and coaxial cable assemblies – Part 2-4: Detail 
specification for cable assemblies for radio and TV receivers – Frequency range 0 MHz to 
3 000 MHz, IEC 61169-2 connectors 

IEC 60966-2-5, Radio frequency and coaxial cable assemblies – Part 2-5: Detail 
specification for cable assemblies for radio and TV receivers – Frequency range 0 MHz to 
1 000 MHz, IEC 61169-2 connectors 

IEC 60966-2-6, Radio frequency and coaxial cable assemblies – Part 2-6: Detail 
specification for cable assemblies for radio and TV receivers – Frequency range 0 MHz to 
3 000 MHz, IEC 61169-24 connectors 

ISO/IEC 13818-1, Information technology – Generic coding of moving pictures and 
associated audio information – Part 1: Systems 

ISO/IEC 13818-2, Information technology – Generic coding of moving pictures and 
associated audio information – Part 2: Video 

ISO/IEC 13818-3, Information technology – Generic coding of moving pictures and 
associated audio information – Part 3: Audio 

ISO/IEC 13818-4, Information technology – Generic coding of moving pictures and 
associated audio information – Part 4: Conformance testing 

ISO/IEC 14496-1, Information technology – Coding of audio-visual objects – Part 1: Systems 

ISO/IEC 14496-2, Information technology – Coding of audio-visual objects – Part 2: Visual 

ISO/IEC 14496-3, Information technology – Coding of audio-visual objects – Part 3: Audio 

EN 50248, Characteristics of DAB receivers 

ETSI EN 300 421, Digital Video Broadcasting (DVB) – Framing structure, channel coding and 
modulation for 11/12 GHz satellite services 

ETSI EN 300 429, Digital Video Broadcasting (DVB) – Framing structure, channel coding and 
modulation for cable systems 

ETSI EN 300 468, Digital Video Broadcasting (DVB) – Specification for Service Information 
(SI) in DVB systems 

ETSI EN 300 473, Digital Video Broadcasting (DVB) – Satellite Master Antenna Television 
(SMATV) distribution systems 

ETSI EN 300 744, Digital Video Broadcasting (DVB) – Framing structure, channel coding and 
modulation for digital terrestrial television 

ETSI EN 300 748, Digital Video Broadcasting (DVB) – Multipoint Video Distribution Systems 
(MVDS) at 10 GHz and above 

ETSI EN 300 749, Digital Video Broadcasting (DVB) – Microwave Multipoint Distribution 
Systems (MMDS) below 10 GHz 

ETSI EN 302 307, Digital Video Broadcasting (DVB) – Second generation framing structure, 
channel coding and modulation systems for Broadcasting, Interactive Services, News 
Gathering and other broadband satellite applications 

ETSI EN 302 755, Digital Video Broadcasting (DVB) – Frame structure, channel coding and 
modulation for a second generation digital terrestrial television broadcasting system (DVB-T2) 
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ETSI EN 302 769, Digital Video Broadcasting (DVB) – Frame structure channel coding and 
modulation for a second generation digital transmission system for cable systems (DVB-C2) 

ETSI ETS 300 784, Satellite Earth Stations and Systems (SES) – TeleVision Receive-Only 
(TVRO) satellite earth stations operating in the 11/12 GHz frequency bands 

ETSI TR 101 211, Digital Video Broadcasting (DVB) – Guidelines on implementation and 
usage of Service Information (SI) 

ETSI TR 101 290, Digital Video Broadcasting (DVB) – Measurement guidelines for DVB 
systems 

ETSI TS 102 831, V1.1.1 (2010-10), Digital Video Broadcasting (DVB) – Implementation 
guidelines for a second generation digital terrestrial television broadcasting system (DVB-T2) 

ETSI TS 102 991, V1.2.1 (2011-06), Digital Video Broadcasting (DVB) – Implementation 
guidelines for a second generation digital cable transmission system (DVB-C2) 

3 Terms, definitions, symbols and abbreviations 

3.1 Terms and definitions 
For the purposes of this document, the terms and definitions given in IEC 60050-705, 
IEC 60050-712 and IEC 60050-725, as well as the following apply. 

NOTE The most important definitions are repeated below. 

3.1.1  
active antenna 
antenna incorporating active devices 

[SOURCE: IEC 60050-712:1992, 712-03-29] 

3.1.2  
active home network 
home network that uses active equipment (for example, amplifiers) in addition to passive 
equipment like splitters, taps, system outlets, cables and connectors up to the coaxial RF 
interface (input and/or output) of the terminal equipment for distributing and combining RF 
signals 

[SOURCE: IEC 60728-1:2014, 3.1.2] 

3.1.3  
antenna 
part of a radio transmitting or receiving system which is designed to provide the required 
coupling between a transmitter or a receiver and the medium in which the radio wave 
propagates 

Note 1 to entry: In practice, the terminals of the antenna or the points to be considered as the interface between 
the antenna and the transmitter or receiver are specified. 

Note 2 to entry: If the transmitter or receiver is connected to its antenna by a feeder line, the antenna is 
considered to be a transducer between the guided radio waves of the feeder line and the radiated waves in space. 

Note 3 to entry: See also IEC 60728-1:2014, 3.1.3, IEC 60728-1-1:2014, 3.1.2 and IEC 60728-1-2:2014, 3.1.2. 

[SOURCE: IEC 60050-712:1992, 712-01-01, modified – The deprecated term "aerial" has 
been deleted, in Note 1 "should be specified" has been replaced by "are specified", Note 2 
has been clarified and a Note 3 giving additional references has been added.] 

3.1.4  
antenna amplifier 
amplifier (often a low-noise type) associated with an antenna 

[SOURCE: IEC 60728-1:2014, 3.1.4] 
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Le texte de cette norme est issu des documents suivants: 
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100/2641/FDIS 100/2668/RVD 

 
Le rapport de vote indiqué dans le tableau ci-dessus donne toute information sur le vote ayant 
abouti à l'approbation de cette norme. 

Cette publication a été rédigée selon les Directives ISO/IEC, Partie 2. 

Une liste de toutes les parties de la série IEC 60728, publiées sous le titre général Réseaux 
de distribution par câbles pour signaux de télévision, signaux de radiodiffusion sonore et 
services interactifs, peut être consultée sur le site web de l'IEC. 

Pour les différences dans certains pays, voir l'Annexe E. 

Le comité a décidé que le contenu de cette publication ne sera pas modifié avant la date de 
stabilité indiquée sur le site web de l’IEC sous "http://webstore.iec.ch" dans les données 
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 – 118 – IEC 60728-101:2016 © IEC 2016 

INTRODUCTION 

Les normes et livrables de la série IEC 60728 traitent des réseaux de distribution par câbles, 
notamment le matériel et les méthodes de mesure associées à la réception en tête de réseau, 
au traitement et à la distribution des signaux de télévision et signaux de radiodiffusion sonore, 
ainsi qu'au traitement, à l'interfaçage et à la transmission de toutes sortes de signaux de 
données pour services interactifs en utilisant tous les supports de transmission applicables. 
La transmission de ces signaux repose généralement sur des techniques de multiplexage en 
fréquence. 

Cela comprend, par exemple 

• les réseaux de distribution par câbles à large bande régionaux et locaux,  

• les systèmes étendus de distribution de télévision terrestre et par satellite, 

• les systèmes individuels de réception de télévision terrestre et par satellite  

et tous les types de matériels, systèmes et installations utilisés dans ces réseaux de 
distribution par câbles, systèmes de distribution et de réception.  

Ce travail de normalisation s'étend des antennes et/ou des entrées pour source de signal 
particulière à l'entrée du terminal de l'équipement chez le client en passant par la tête de 
réseau ou d'autres points d'interface d'accès au réseau.  

Le travail de normalisation prendra en compte la coexistence des utilisateurs du spectre de 
radiofréquence (RF) dans les systèmes de transmission filaires et sans fil.  

La normalisation des terminaux (c'est-à-dire, syntoniseurs, récepteurs, décodeurs, terminaux 
multimédias, etc.), des câbles coaxiaux, symétriques et optiques, ainsi que leurs accessoires 
en est exclue.  

La réception de signaux de télévision à l'intérieur d'un bâtiment exige une antenne extérieure 
et un réseau de distribution pour acheminer le signal aux récepteurs de télévision. 

Il convient d'éviter l'installation d'une antenne extérieure pour chaque récepteur de télévision 
pour des raisons techniques, économiques et pratiques. 

Dans un bâtiment divisé en blocs d'appartements, l'installation d'un système de distribution de 
télévision à tête de réception collective terrestre (MATV) et/ou par satellite (SMATV) (voir la 
Figure 1, la Figure 2, la Figure 3, la Figure 4 et la Figure 5 présentant un exemple des 
différentes parties du système) est courante. La plupart des termes utilisés dans la série 
IEC 60728 peuvent être utilisés dans ces figures. 

Lorsque des signaux à acheminer aux récepteurs de télévision sont captés de très loin (pour 
des raisons géographiques) et que le nombre d'usagers (abonnés) est très élevé, l'installation 
d'un réseau de distribution par câbles coaxiaux et/ou par câbles à fibres optiques est adoptée 
(voir Figure 4), présentant un exemple des différentes parties du système). 

Un exemple de système pour un réseau de distribution par câbles est présenté à la Figure 5, 
où sont indiquées les principales parties des systèmes (telles que définies à l'Article 3). 

La présente norme aborde les signaux numériques uniquement. 

Pour les signaux analogiques de voie directe, voir l'IEC 60728-1. Pour les signaux 
analogiques et numérique de voie de retour, voir l'IEC 60728-10. 

L'Article 4 définit les méthodes de mesure des paramètres de performances du système au 
niveau de la prise d'abonné. 
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L'Article 5 définit les limites de performances du système qui, avec une entrée non dégradée 
(signal à l'entrée de la tête de réseau), produiront des signaux d'image et de radiodiffusion 
sonore (au niveau des prises d'abonné) où l'exigence de qualité est une réception quasi sans 
erreurs (QEF). 

L'Article 6 définit les exigences de performances adéquates pour les signaux au niveau du 
site d'antennes de réception pour fournir des signaux de télévision numérique de qualité 
appropriée à l'entrée de la tête du réseau de distribution par câbles. 

L'Article 7 s'applique aux réseaux domestiques (y compris ceux des systèmes individuels de 
réception) utilisant des câbles coaxiaux, des câbles symétriques ou des câbles optiques et 
est essentiellement destiné aux signaux de télévision, aux signaux de radiodiffusion sonore et 
aux services interactifs, fonctionnant approximativement entre 30 MHz et 3 000 MHz. 
L'Article 7, compte tenu des caractéristiques opérationnelles fondamentales d'un réseau 
domestique, spécifie les exigences relatives au niveau de l'interface du réseau 
domestique (HNI) en prenant en compte les exigences de performances données à la prise 
d'abonné ou à l'entrée du terminal. 
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Anglais Français 

HNI HNI 

Amplifier Amplificateur 

Headend Tête de réseau 

Antenna amplifier Amplificateur d'antenne 

 

Certains appartements (logements ou bureaux) sont desservis au sein d'un réseau domestique (HN), interfacé 
avec le système MATV par le biais de l'interface du réseau domestique (HNI). 

Figure 1 – Exemple de système de distribution de télévision à tête de réception 
collective terrestre (MATV) 
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LNB Bloc-convertisseur à faible bruit (LNB) 

1st IF 1re fréquence intermédiaire (IF) 

1st IF (950 MHz – 2 150 MHz) 1re fréquence intermédiaire (IF) (950 MHz – 
2 150 MHz) 

To the distribution network (VHF/UHF and 1st IF) Vers le réseau de distribution (VHF/UHF et 1re IF) 

Headend for terrestrial reception Tête de réseau pour réception terrestre 

VHF/UHF VHF/UHF 

 

NOTE Distribution à première fréquence intermédiaire sur le même câble que les canaux VHF/UHF terrestres. 

Figure 2 – Exemple de tête de réseau d'un système de distribution de télévision à tête 
de réception collective par satellite (SMATV) 
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Figure 3a – Tête de réseau d'un système de réception terrestre et par satellite 
 reposant sur la distribution à câble multiple 

 

Figure 3b – Distribution avec matrice de 
commutation à chaque appartement 

 

Figure 3c – Distribution avec matrice de 
commutation: configuration en étoile 

NOTE Distribution à la première fréquence intermédiaire (IF) reposant sur la technique à câble multiple et à 
commutateur multiple. 
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Figure 3 – Exemple de système de distribution de télévision à tête de réception 
collective terrestre et par satellite (SMATV) 
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RÉSEAUX DE DISTRIBUTION PAR CÂBLES POUR  
SIGNAUX DE TÉLÉVISION, SIGNAUX DE RADIODIFFUSION  

SONORE ET SERVICES INTÉRACTIFS –  
 

Partie 101: Performances des systèmes de voie directe  
soumis à une charge de porteuses exclusivement numériques 

 
 
 

1 Domaine d'application 

La présente partie de l'IEC 60728 s'applique aux réseaux de distribution par câbles (y 
compris les systèmes individuels de réception) distribuant uniquement des canaux 
numériques, comportant dans le sens descendant une sortie à câble coaxial et 
essentiellement destinés aux signaux de télévision et aux signaux de radiodiffusion sonore, 
fonctionnant approximativement entre 30 MHz et 3 000 MHz. 

La présente norme spécifie les méthodes fondamentales pour la mesure des caractéristiques 
opérationnelles d'un réseau de distribution par câbles comportant des sorties à câbles 
coaxiaux dans le but d'évaluer la performance de ces systèmes ainsi que leurs limites de 
performances. 

2 Références normatives 

Les documents suivants sont cités en référence de manière normative, en intégralité ou en 
partie, dans le présent document et sont indispensables pour son application. Pour les 
références datées, seule l’édition citée s’applique. Pour les références non datées, la 
dernière édition du document de référence s’applique (y compris les éventuels 
amendements). 

IEC 60050-705, Vocabulaire Electrotechnique International – Chapitre 705: Propagation des 
ondes radioélectriques 

IEC 60050-712, Vocabulaire Electrotechnique International – Chapitre 712: Antennes 

IEC 60050-725, Vocabulaire Electrotechnique International – Chapitre 725: Radiocommuni-
cations spatiales 

IEC 60728-1, Cable networks for television signals, sound signals and interactive services – 
Part 1: System performance of forward paths (disponible en anglais seulement) 

IEC 60728-1-1, Réseaux de distribution par câbles pour signaux de télévision, signaux de 
radiodiffusion sonore et services interactifs – Partie 1-1: Câblage RF pour réseaux 
domestiques bidirectionnels 

IEC 60728-1-2, Réseaux de distribution par câbles pour signaux de télévision, signaux de 
radiodiffusion sonore et services interactifs – Partie 1-2: Exigences de performance relatives 
aux signaux délivrés à la prise terminale en fonctionnement 

IEC 60728-2, Cable networks for television signals, sound signals and interactive services – 
Part 2: Electromagnetic compatibility for equipment (disponible en anglais seulement) 

IEC 60728-3, Réseaux de distribution par câbles pour signaux de télévision, signaux de 
radiodiffusion sonore et services interactifs – Partie 3: Matériel actif à large bande pour 
réseaux de distribution par câbles 
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IEC 60728-3-1, Réseaux de distribution par câbles pour signaux de télévision, signaux de 
radiodiffusion sonore et services interactifs – Partie 3-1: Matériel actif à large bande pour 
réseaux de distribution par câbles – Méthodes de mesure de la non-linéarité pour une charge 
tout numérique de signaux DVB-C 

IEC 60728-5, Cable networks for television signals, sound signals and interactive services – 
Part 5: Headend equipment (disponible en anglais seulement) 

IEC 60728-10, Réseaux de distribution par câbles pour signaux de télévision, signaux de 
radiodiffusion sonore et services interactifs – Partie 10: Performances des systèmes de voie 
de retour 

IEC 60728-11, Cable networks for television signals, sound signals and interactive services – 
Part 11: Safety (disponible en anglais seulement) 

IEC 60728-12, Systèmes de distribution par câbles destinés aux signaux de radiodiffusion 
sonore et de télévision – Partie 12: Compatibilité électromagnétique des systèmes 

IEC 60966-2-4, Cordons coaxiaux et cordons pour fréquences radioeléctriques – Partie 2-4: 
Spécification particulière relative aux cordons pour récepteurs TV ou radio – Plage de 
fréquences de 0 MHz à 3 000 MHz, connecteurs IEC 61169-2 

IEC 60966-2-5, Ensembles de cordons coaxiaux et de cordons pour fréquences 
radioélectriques – Partie 2-5: Spécification particulière pour cordons de connexion de 
récepteurs radio ou TV – Bande de fréquences de 0 MHz à 1 000 MHz, connecteurs 
IEC 61169-2 

IEC 60966-2-6, Ensemble de cordons coaxiaux et de cordons pour fréquences 
radioélectriques – Partie 2-6: Spécification particulière pour cordons de connexion de 
récepteurs radio ou TV – Bande de fréquences de 0 MHz à 3 000 MHz, connecteurs 
IEC 61169-24 

ISO/IEC 13818-1, Technologies de l'information – Codage générique des images animées et 
du son associé – Partie 1: Systèmes 

ISO/IEC 13818-2, Technologies de l'information – Codage générique des images animées et 
du son associé – Partie 2: Données vidéo 

ISO/IEC 13818-3, Technologies de l'information – Codage générique des images animées et 
des informations sonores associées – Partie 3: Son 

ISO/IEC 13818-4, Technologies de l'information – Codage générique des images animées et 
des informations sonores associées – Partie 4: Essais de conformité 

ISO/IEC 14496-1, Technologies de l'information – Codage des objets audiovisuels – 
Partie 1: Systèmes 

ISO/IEC 14496-2, Technologies de l'information – Codage des objets audiovisuels – 
Partie 2: Codage visuel 

ISO/IEC 14496-3, Technologies de l'information – Codage des objets audiovisuels – 
Partie 3: Codage audio 

EN 50248, Caractéristiques du récepteur DAB 

ETSI EN 300 421, Digital Video Broadcasting (DVB) – Framing structure, channel coding 
and modulation for 11/12 GHz satellite services (disponible en anglais seulement) 
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ETSI EN 300 429, Digital Video Broadcasting (DVB) – Framing structure, channel coding 
and modulation for cable systems (disponible en anglais seulement) 

ETSI EN 300 468, Digital Video Broadcasting (DVB) – Specification for Service 
Information (SI) in DVB systems (disponible en anglais seulement) 

ETSI EN 300 473, Digital Video Broadcasting (DVB) – Satellite Master Antenna 
Television (SMATV) distribution systems (disponible en anglais seulement) 

ETSI EN 300 744, Digital Video Broadcasting (DVB) – Framing structure, channel coding 
and modulation for digital terrestrial television (disponible en anglais seulement) 

ETSI EN 300 748, Digital Video Broadcasting (DVB) – Multipoint Video Distribution 
Systems (MVDS) at 10 GHz and above (disponible en anglais seulement) 

ETSI EN 300 749, Digital Video Broadcasting (DVB) – Microwave Multipoint Distribution 
Systems (MMDS) below 10 GHz (disponible en anglais seulement) 

ETSI EN 302 307, Digital Video Broadcasting (DVB) – Second generation framing structure, 
channel coding and modulation systems for Broadcasting, Interactive Services, News 
Gathering and other broadband satellite (disponible en anglais seulement) 

ETSI EN 302 755, Digital Video Broadcasting (DVB) – Frame structure, channel coding and 
modulation for a second generation digital terrestrial television broadcasting system (DVB-T2) 
(disponible en anglais seulement) 

ETSI EN 302 769, Digital Video Broadcasting (DVB) – Frame structure channel coding and 
modulation for a second generation digital transmission system for cable systems (DVB-C2) 
(disponible en anglais seulement) 

ETSI ETS 300 784, Satellite Earth Stations and Systems (SES) – TeleVision Receive-
Only (TVRO) satellite earth stations operating in the 11/12 GHz frequency bands (disponible 
en anglais seulement) 

ETSI TR 101 211, Digital Video Broadcasting (DVB) – Guidelines on implementation and 
usage of Service Information (SI) (disponible en anglais seulement) 

ETSI TR 101 290, Digital Video Broadcasting (DVB) – Measurement guidelines for 
DVB systems (disponible en anglais seulement) 

ETSI TS 102 831 − V1.1.1 (2010-10), Digital Video Broadcasting (DVB) – Implementation 
guidelines for a second generation digital terrestrial television broadcasting system (DVB-T2) 
(disponible en anglais seulement) 

ETSI TS 102 991 − V1.2.1 (2011-06), Digital Video Broadcasting (DVB) – Implementation 
guidelines for a second generation digital cable transmission system (DVB-C2) (disponible en 
anglais seulement) 

3 Termes, définitions, symboles et abréviations 

3.1 Termes et définitions 

Pour les besoins du présent document, les termes et définitions donnés dans 
l'IEC 60050-705, l'IEC 60050-712 et l'IEC 60050-725, ainsi que les suivants, s'appliquent. 

NOTE Les définitions les plus importantes sont répétées ci-dessous. 




